
BOYDUR® 410 - FAST-DRYING ELASTIC FLOOR AND WALL COATING
FLEXIBLE, DURABLE, AND EASY TO APPLY!
Innovative Solution for Floor and Wall Coatings!

Boydur¨ 410 is a two-component, Methyl Methacrylate (MMA)-based, self-leveling or roller-applied elastic 
coating system. Ready for use just 1 hour after application, it is the perfect solution for both indoor and 
outdoor environments.

6 Powerful Reasons to Choose Boydur® 410!

!

 Dries in 1 Hour - Provides a fast and efÞcient application without disrupting operations.

!

 Elastic and Medium Viscosity - Prevents cracking by allowing ßexibility.

!

 Suitable for Indoor & Outdoor Use - Resistant to UV rays, rain, and other environmental conditions.

!

 Exceptional Chemical and Mechanical Resistance - Long-lasting performance under industrial 
conditions.

!

 Seamless and Non-Porous Surface - Ensures a hygienic and aesthetic Þnish.

!

 Easy Maintenance & Renovation - Can be renewed without removing the existing coating.
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Applications of Boydur® 410

Boydur¨ 410 offers a broad range of applications, making it the ideal choice for various ßoor and wall coating 
needs:
!  Industrial facilities, production areas, and warehouses
!  Homes, offices, and commercial buildings
!  Airports, ports, and shipyards
!  Military facilities
!  Ship decks
!  Shopping malls, hospitals, and TV studios
!  Conference halls, exhibition centers, and showrooms
!  Sports stadiums, stands, and pedestrian walkways
!  Parking lots

Technical Specifications

• Components: Two-component (A+B+Herter)

• Curing Time: ~1 hour (20¡C)

• Viscosity: Medium viscosity, self-leveling formula

• Density: ~0.98 g/cm#

• Color Options: Available in various RAL colors

• UV and Weather Resistance: 100% resistant

Contact Us Now for a Quote!


